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Oskoyi Ballbearing Company

Manual Fiber Positioning Stages

XYZ-Axis Crossed Roller Guiding Type

MXYZ-460AL

Unit : mm
Specification Resolui Al bl
esolution owable q
Travel Stroke . Material
Axis (um) Loading(N)
X 0.5 inch(12.7 mm) ) Thread Hole| Size [inch.(mm)]
Y 0.5 inch(12.7 mm) 10 67 Aluminum
: : alloy A B c
z 0.5 inch(12.7 mm) 1/4-20 0.5(12.5) 1(25.4)

The body of the triple-axis precision stage MXYZ-460AL is aluminum alloyed, and a feature of the series is that containing the
GMT crossed roller rails. In addition, the module could be taken apart into a XY-axis stage or XZ-axis stage.
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Manual Fiber Positioning Stages

Oskoyi Ballbearing Company

XYZ-Axis Crossed Roller Guiding Type
MXYZ-460AL
[2.38]
60.45
[1.19]
30.23
BTYP

7HOLES , THD A

Eg o o of
=8 o ° B
B o —<t| —o
s . O qll —g N3 _
- b o . d ERS
0 G o @ pEgv
o o =200
)
Yo [3.51] ‘
5 89.15
[1.5] [1.5]
38.1 38.1
BTYP CTYP

5 HOLES , THD A

4 HOLES , THD ACLR

[1.55]

39.37
CTYP

[5.33]
135.33

BTYP

135.23

D site : www.10BC.com

P2 Email

: Borhan772000@yahoo.com

[5.76]
146.35

-\o’o‘o‘\l )

(021) 33913364 - 33951660 : walsi ¢J

(021) 33985603 : xS B




	Page 265
	Page 266

