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OBC

Oskoyi Ballbearing Company

LM_AJ ADJUSTABLE LINEAR BUSHING

® Drawing

® Part Number Notation

LM/ [20/(UU/AJ-(AIN (S

® SAMICK Linear Bushing
® Nominal Shaft Diameter
® Seal

Blank | No Seal
uu Both Side Seal
U One Side Seal

® Linear Bushing Adjustable type
@ Retainer (material)

Blank | Resin Retainer(Standard)
A Steel Retainer(High temperature) *'

@ Quter-sleeves (by corrosion resistance)

Blank | Standard(SUJ2)
N Electroless nickel plating
R Raydent treatment

——oBall type (material)

Blank | High carbon bearing steel ball(Standard
S Stainless steel ball

x %1 Steel retainer applicable from LM6AJ to LM25AJ only
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OBC Oskoyi Ballbearing

Oskoyi Ballbearing Company

LM__AJ ADJUSTABLE LINEAR BUSHING

WORKING BASIC
Nm’,}sn BORE D L B LOAD
DIAMETER RATING(N) | NO.OF | o
W | h | D BALL 42
. || 2 CRE ChES G pynamic | stamic | row | @
Resin Steel (mm) NCE | mm | NCE | mm | NCE | mm | NCE (c)ﬂ (Co)
(mm) (mm) (mm) (mm)
LM6UUAJ | LM6AJA | 6 12 19 135 1101 | 115] 200 260 4 8
LM8SUU AJ 8 15|, 81 |17 1.5 11| 1 | 143] 170 220 4 11
LMSUUAJ | LMBAJA | 8 15 24 175 11 ] 1 |143] 260 400 4 16
LM10UUAJ | LM10OAJ-A | 10 0 | 49 29 220 13 1 | 18 370 540 4 30
-0.009 0 0
02 02
LM12UUAJ | LM12AJ-A | 12 21 . 30 23.0 13 [ 15| 20 410 590 4 315
-0.013
LM13UUAJ | LMI3AJ-A | 13 23 32 23.0 13 | 15 | 22 500 770 4 43
LM16UUAJ | LM16AJ-A | 16 28 37 265 16 |15 | 27| 770 | 1170 | 5 69
LM20UUAJ | LM20AJ-A | 20 32 42 305 16 | 15 |305| 80 | 1370 | 5 87
0 0
LMBUUA) | LM2SAJA | 25 | oo | 40 | oo | 59 410 185 | 2 | 38 980 | 1560 | 6 220
LM30UU AJ 30 45 64 445 185 | 25 | 43 | 1560 | 2740 | 6 250
LM350U AJ 35 52 70 495 21 | 25| 49 | 1660 | 3130 | 6 390
LM40UU AJ 40 O 1| O Tso| O leos| O 21| 3 |57 | 210 | 4010/ 6 585
-0.012 -0.019 03 o T
LM50UU AJ 50 80 100 74.0 26 | 3 |[765| 3820 | 7930 | 6 1580
LM60UU AJ 60 . 90 . 110 85.0 315| 3 |865| 4700 | 9990 | 6 2000
-0.015 -0.022
LM8OUU AJ 80 120 140 105.5 415 3 | 116 | 10130 | 12000 | 6 4500

*1 Dynamic load rating is based on the nominal life of 50km

In case of 100km, C on the table need to be divided by 1.26

Ex) 50km basic dynamic load rating(C) of LM12AJ = 410N

100km basic dynamic load rating(Cioo) of LM12AJ = 410/1.26 = 325.40N

*2 Based on the weight of resin retainer
*3 Main unit : mm
*4 Outer diameter is the obtained value before the slotting process.
*5 1N = 0.102kgf
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